













ABSTRACT:  Polyaniline  (PANI)  anode,  electrochemically  formed  on  graphite  from  aniline  containing  sulfuric  acid 
solution, and electrochemically formed thin film lead dioxide cathode, were investigated for possible applications 







The  determining  factors  of  an  electrochemical  power  sources  success  are  often  recognized  as 
“three E”  criteria: Energy  (high energy  content with  respect  to volume and weight), Economics  (low 
manufacturing and maintenance  costs,  long  service  life), Environment  (toxic  free,  safety,  low energy 
consumption, easy to recycle) [1, 2].  
Electrochemical power  sources  systems composed of electroconducting polymers  (ECP), metals 
(Pb,  Zn,  Al,  Mg)  and  aqueous  electrolytes  are  likely  to  meet  most  of  these  demands.  The  unique 
properties of ECP such as: mechanical strength, electrical conductivity, high energy and power density 














exploitation  are mainly  connected  to  negative  Pb  electrode,  such  as:  dendrite  formation  provoking 
short  circuit breakdown of  the battery, passivation of  the Pb electrode due  to  formation of  inactive 
PbSO4, water loss due to hydrogen evolution, etc.  The use of PANI instead of Pb as negative electrode 
could overcome  some of  the mentioned problems. On  the other hand, due  to much  smaller mass of 
PANI  electrode,  the  specific  energy  and  specific power  could be  significantly  increased  comparing  to 
classical Pb | PbO2 systems. The advantage of such power sources could be better ecological acceptance 
as a result of much smaller  lead content and  lower sulfuric acid concentration.  It  is  interesting to note 
that after earlier works reported by Sima et al. [7], there are no studies concerning the use of PANI  in 
lead  acid power  sources. Hence,  the  aim of  this work  is  to  investigate  electrochemically  synthesized 
















 PbO2 + SO42‐ + 4H+ + 2e                (2) 
where y refers to doping degree (ratio between the number of charges in the polymer and the number 










with distilled water and then  investigated  in 1.1 mol dm‐3 H2SO4. The  lead dioxide electrode (PbO2) was 
prepared  from pure 99.95 %  lead,  according  to  established Planté  formation procedure described by 
Peterson et al [13,14]. 
All  experiments  were  carried  out  in  three 
compartment  electrochemical  cells  at  ambient 
temperature  (220C).  Saturated  electrode  (SCE)  served  as 
reference,  while  platinum  foil  (S  =  2  cm2)  was  used  as 
counter  electrode.  The  measurements  were  carried  out 
using PAR 273A potentiostat/galvanostat interfaced to PC. 
RESULTS AND DISCUSSION. CHARACTERIZATION OF PANI ELECTRODE 
In  Fig.  1  charge/discharge  (doping/dedoping)  curves 
of  the  PANI  electrode  for  different  current  densities  of: 
0.50 – 1.25 mA cm‐2 and anodic potential limit of 0.32 V in 1.1 
mol  dm‐3  H2SO4  are  shown.  Anodic  potential  limit  was 
chosen bearing  in mind that at potentials higher than 0.35 
V degradation of PANI is expected [11,12].  
Charging  of  the  electrode  started  at  potential  of  ∼ 
0.05V  while  discharging  occurred  in  the  potential  range 
between  0.3  and  –  0.3  V.  Charging  capacity,  as  seen  in 
insert  of  Fig.  1.,  is  independent  on  current  density, while 
discharging  capacity  decreases  with  increasing  current 
density. For current densities below 1.25 mA cm‐2, columbic 
efficiency  is  higher  than  100  %.  This  observation  could be 
connected  to  possibilities  of  hydrogen  evolution  and 
protonization  of  emeraldine  form  of  PANI  at  negative 
potentials and low current densities [11,12]. This additional 
charge  is easily discharged at open  circuit potentials and 
has  no  contribution  in  further  charging.  Since  the 
columbic  efficiency  of  nearly  100  %  was  achieved  with 
current density of 1.25 mA cm‐2, for further investigation of 
cyclic  characteristic  of  the  PANI  electrode  this  charge/ 
discharge current was used.  
Initial  cycling  characteristics  of  PANI  electrode 
obtained with  constant  current  density  of  1.25 mA  cm‐2 
during 15 cycles is given in Fig. 2. Since, the degradation of 
PANI is expected at the potentials above  ∼ 0.35 V, in order 
to  investigate  the  influence  of  degradation,  the  cycling 
potential limit for charging of the electrode was extended 
to 0.45 V for charging and ‐0,6 V for discharging.   
As  it  can  bee  seen  from  Fig.  2.  charge/discharge 
curves remained practically the same during fifteen cycles, 
with almost constant values of the electrode charging and 
discharging  capacity, with  columbic  efficiency  of  ∼  95  %. 
Based on obtained  results,  it  could be  concluded  that  in 
during  initial  cyclization  in  investigated  potential  range 






















electrochemically  formed  PbO2  electrode  [11,12],  the 
following procedure was applied. Electrode was always 
charged with current density of 2 mA cm‐2 during 500 s, 
and  then  discharged with  current  densities  between  1 
and  4 mA  cm‐2  as  seen  in  Fig.  3.  Based  on  discharging 
times,  the  dependences  of  columbic  efficiency  and 









PbO2  electrode  was  submitted  to  fifteen 
charge/discharge  cycles  in  1.1  mol  dm‐3  H2SO4  with 
current density of 2.0 mA cm‐2 and results are presented 
in Fig. 4. 
As  it  can  been  seen  from  Fig.  4,  during  fifteen 
cycles charge/discharge capacity has practically constant 
values, with constant columbic efficiency of ∼ 85 %. These 
findings  suggest  that  electrochemically  formed  PbO2 
electrode  accomplishes  demands  for  potential 






possible  characteristics  of  PANI|PbO2  power  source  are 
given in Fig.5. 
The  possible  voltage  characteristics  of 
PANI⏐H2SO4⏐PbO2  rechargeable  power  source 
system were done for anodic current density of 1 mA 


































such  as:  much  lower  lead  content  and  electrolyte  concentration,  easier  manufacturing  demands, 
ecological  acceptability,  and  possibility  of  avoiding  some  problems  connected  to  Pb  electrode.  
Disadvantages of  this  systems  comparing  to  commercial Pb|PbO2  are  in  the  first place,  connected  to 
smaller discharge voltage and relatively small PANI electrode capacity. Therefore, further investigations 
of PANI  synthesis on high  surface  are materials or powered PANI  carbon  composites  are  required  in 
order to  increase the specific active mass of the PANI anode. On the other hand, determination of the 
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